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KIRA SINGLE-GLAZED and DOUBLE-GLAZED partitioning system 

 
 

The KIRA system is a high-tech and extremely stylish SINGLE-GLAZED and DOUBLE-GLAZED partitioning 

system designed to create a completely transparent, frameless glass surface.  The partition wall is available 

in the full height version with the following features: 

 

1.1 – Sizing 

Full height:       With 5.5.1 glass Up to 3050mm 

  With 6.6.2 glass Up to 3600mm 

Module width:                 Minimum 300mm   Maximum 1200mm 

Door height:              With 10mm glass Up to 3050mm 

      With 12mm glass Up to 3600mm 

Partition thickness:      Linear section 86 mm 

 

The partition modules are produced according to the pitches and heights determined by the 

characteristics of the layout, or the specific project requirements.  The KIRA system is 86 mm thick. In the 

DOUBLE-GLAZED version, the glass panels are flush with the outer edge with a minimal glazing bead of 

2mm thick. 

 

1.2 - Construction  

The wall consists of a 46x30 mm extruded aluminium alloy (EN AW-6060) profile, anchored to the floor and 

ceiling by toggle bolts. Two coextruded rigid/flexible PVC gaskets provide an acoustic seal right all around 

the partition. A second floor track (86x15/30) and a head track (86x38) with “telescopic” coupling, plus a 

+/- 10 mm adjustment leveller make it possible to compensate for uneven floors or ceilings. The height of 

the floor track in this framework configuration can vary (exposed part between 22 and 36 mm).  The 

partition consists of single-glazed and/or double-glazed panels anchored to the telescopic bottom and 

top channels with extruded aluminium glazing beads whose special shape means they can be snapped 

on. All the glazing bead profiles are fitted with coextruded rigid/flexible PVC bubble gaskets to provide an 

acoustic seal right all around the partition. Surface finish: BRUSHED ANODISED NATURAL SILVER and COATED 

IN THE IVM RAL COLOUR CODE OPTIONS according to current price list. 

The BRUSHED ANODISED NATURAL SILVER finish is processed in a cycle, which includes preliminary 

mechanical brushing, alkaline degreasing at 60°C, satin-polishing and neutralising bath. The oxide is heat-

treated at 99°C to fix it, resulting in a thickness of about 10-12 microns.  

The COATED finish is obtained through a multi-step process using an electrostatic system. The part to be 

coated is washed, then it undergoes an anti-corrosion treatment, after which it is coated in synthetic resin 

powder, exploiting the electrostatic effect. Spraying equipment sprays fine, solid, electrostatically charged 

powder on the part to be coated. The powder-coating process involves the following steps: Pre-treatment 

(washing), Drying, Electric charging, Coating and Curing. 
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The KIRA partition wall is available in 4 versions: Single-glazed, double-glazed, solid and sound-absorbing. 

 

 

SECTION DRAWINGS 

 

 
      DOUBLE-GLAZED    SINGLE-GLAZED    DOUBLE SOLID              DOUBLE  

     SOUND-ABSORBING 

 

 

The glass modules consist of sheets of 5+0.38+5 mm, 6+0.38+6mm thick laminated safety glass or with a PVB 

interlayer for high acoustic performance. The glass modules are joined together by sections with adhesive, 

silicone sealant and the joints are made from clear polycarbonate. On request, the two glass panels can 

be joined together with two-sided adhesive silicone sealant without the polycarbonate “H” section joint 

for a sleek, slimline finish. The vertical glass edges are bevelled so they blend with the section of the profiles, 

which are flush with the glass to create a perfect seal between glass and glass. On request: - Manifestations 

- Custom 5.5 mm and 6.6 mm thick glass panels with the integration of various materials such as fabrics, 

coloured, clear or matt film, single- or double-sided laminates with wood finish or decoration, custom 

laminates. (As per samples) (see TECHNICAL SPECIFICATIONS LAMINATED GLASS) 

 

The solid modules in wood are made from particleboard, melamine-coated on both sides and with ABS 
edge banding (thickness 10/10).  

 

The sound-absorbing modules consist of thermo-formed sound reducing panels that can be mounted on 

one side or both sides. These stem from the need to improve acoustics in areas by absorbing the sound 

frequencies in a different way. 

 

The two- and three-way corner joints are fixed in place and the join is made by inserting polycarbonate 

sections with adhesive VHB between the glass panels. On request, the two panels can be joined with two-

sided adhesive silicone sealant without the polycarbonate “H-section” for a sleek finish. 
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HINGED DOORS 

 

The doors are of hinged type and feature the same thickness as the partition wall. The glass is flush with the 

outside in the double-glazed and wood version, and central in the single-glazed version. In the hollow core 

wood version, the door will be 60mm thick, with an aluminium framing profile of 60x25 all around. On 

request, accessories such as acoustic damper seal, recessed door closer. The hinges swing open to 180° 

and are adjustable from the outside.  

 

 

Hinged door 

double-glazed framed 

 

 
 

Hinged door 

single-glazed framed 

 

 
Hinged door  

wood framed 

 

 
Hinged door  

Hollow core  
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SLIDING DOORS 

 

The sliding doors come with 4+0.38+4 thick single central safety glass leafs. In the KIRA system, the door 

slides open and closed on carriages. The gap between the leaf and frame is sealed by soft, grey plastic 

brushes. The 35mm-thick lead provides good acoustic insulation also thanks to the acoustic damper seal 

inside the bottom rail. 

 

 

 

 

 

 

 

 

 
 

 
 

ADJUSTMENTS 

 

The partition wall is designed to simplify on-site installation, using optimal solutions to easily compensate for 

the frequent unevenness of floors and ceilings. The KIRA system comes with adjustment levellers, which are 

also part of the structure, and are designed for adjustment of +/- 9mm to ensure that the partition is 

perfectly level. 
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