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MEETING SMART is a modular, free-standing system intended to create enclosed spaces with solid and/or 

glazed wall panels, equipped with a ceiling cover. Meeting Smart is a practical option for informal 

confidential meetings, as an aid to concentration or, in the compact version, to assure personal privacy 

for important phone and video calls.  

Therefore, the system is appropriate for determining private areas in open space environments, which 

can be used for a range of purposes. 

 

The system consists of an extruded aluminium construction, with exposed parts in anodized or coated 

finish. Two coextruded rigid/flexible PVC gaskets provide an acoustic seal around the whole partition.  

A second floor track (86x15/30) and a head track (86x38) with “telescopic” coupling, plus a +/- 10 mm 

adjustment leveller make it possible to compensate for uneven floors or ceilings.. MEETING SMART is not 

fitted with its own floor and is designed to stand on the floor of the premises. Extruded PVC gaskets assure 

an acoustic seal between floor and construction. 

 

 

 

 

 

 

TECHNICAL SPECIFICATIONS 
MEETING SMART H. 2300 

 

 

 

 

1 – CEILING COVER  

      Structure consists of sandwich panels (total thickness of 19 mm) covered in black fabric. 

 

2 – CEILING 

      This consists of a 21mm-thick black polyester panel with high sound absorption properties 

      The IVM colour chart can be used to customize the internal cover. 

      Internal height: 2300 mm – External height: 2400 mm. 

 

3 – CONSTRUCTION 

     The construction is made from extruded aluminium, with exposed parts in anodized or coated finish.  

 The base structure is fitted with levellers.  

 MEETING SMART is not fitted with its own floor and is designed to stand on the floor of the premises. 

Extruded PVC gaskets assure an acoustic seal between floor and construction. 

 



2 
 

4 – GLAZED PANELS 

     These consist of 5+5 clear laminated safety glass, available in two versions: 

- Kira 2V double-glazed and flush with the outside (STANDARD price list configuration) 

- Kira1V single-glazed centre pane (VARIANT price list configuration) 

 

5 - SOLID PANELS as follows: 

      

- EXTERNALLY, consisting of panels made from 18 mm-thick particleboard, with a density of about 

650 kg/m³, melamine-coated on both sides (120 g/m²) and with a scratch-proof and anti-reflective 

surface. 

- INTERNALLY, consisting of thermoformed sound reducing panels stemming from the need to 

improve acoustics in rooms by absorbing the sound frequencies in a different way. Wiring can be 

inserted in the system cavity. 

 

 

6 – DOORS  

     Available in two versions: 

- DOUBLE-GLAZED in-frame leaf (6mm thick) 

- SINGLE-GLAZED in-frame leaf (5+5mm thick) - laminated safety glass 

All doors are fitted with acoustic damper seal at floor level.  

Standard opening is towards the outside.  

It is possible to request an in-frame SLIDING door with 4+4mm thick laminated safety glass, or an open 

entryway (no door) 

 

 

INTERIOR LIGHTING 

This consists of LED bars—19.2 W/m - 24V - IP20, 4000K cool light, 2120 Lm/m—powered by a driver 

installed above the ceiling.  

The bars are installed to suit the Meeting Smart configuration.  

(See proposed configurations in price list)  

 

PERIMETER LIGHTING 

The perimeter lighting consists of 14.4 W/m - 24V - IP20 LED strips, 4000K cool light, 1600 Lm/m, powered by 

a driver installed above the ceiling.  

RGB LEDs are available on request. When connected to the IOT IVM booking system, these change 

colour (red, green or blue) to match the booking status.  

(booked - free - occupied) 

 

OCCUPANCY SENSOR 

The passive infrared (PIR) occupancy sensor controls lighting and power supply and keeps them 

operating while occupancy is detected.  

At a customisable point after the sensor detects no occupancy, it switches off lights and power for 

considerable energy saving. 

 

STANDARD VENTILATION 

The standard INTERNAL VENTILATION is provided by intake and extraction vents installed in the ceiling. 

The vents are not visible from the inside or the outside; they supply and expel air between the vertical 

construction and the ceiling panels. Air vent grilles in the ceiling supply and extract air.  

 

DCV SYSTEM (optional) 

A DEMAND-CONTROLLED VENTILATION (DCV) system can be installed to ventilate some MEETING SMART 

configurations.  

The unit is fitted with management software connected to sensors that monitor the indoor air quality. The 

DCV system varies air circulation and filtering in response to the sensor readings. 

A special APP for the software can also be used to manage the system as follows: 

- Switch the ventilation system on and off 

- Activate the automatic or manual system  

- Display the build-up of CO2 and VOCs 

- Regulate the airflow. 
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The DCV system (with relative ducts) is installed on the ceiling cover. 

Air vent grilles in the ceiling supply and extract air.  

 

 

 

 

 

 

 

 

 

 

 

 


